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USE RESTRAINED JOINT PIPE. RESTRAINT IS USE RESTRAINED JOINT PIPE. RESTRAINT IS
INDEPENDENT OF THE GASKET OR MJ PIPE INDEPENDENT OF THE GASKET OR MJ PIPE
WITH MEGALUG AND PTFE POLYMER COATED WITH MEGALUG AND PTFE POLYMER COATED
BOLTS (EX. XYLAN, FLUOROKOTE #1) BOLTS (EX. XYLAN, FLUOROKOTE #1)

DITCH CHECK FOR SLOPES GREATER
THAN 3.5:1 AND LESS THAN 1:1

PLAN

TOP OF BLOCK OR CONCRETE SACKS
SHALL BE 2 ft. BELOW FINISHED GRADE

CONCRETE BLOCK
EVERY OTHER JOINT
POURED IN PLACE CONCRETE BLOCK OR
EQUIVALENT 90Ib. PREMIX CONCRETE SACKS
STACKED OVER THE WATER MAIN
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\— BOTTOM OF CONCRETE BLOCK OR CONCRETE SACKS
SHALL BE AT THE BOTTOM OF THE PIPE BARREL
AND KEYED INTO THE BOTTOM OF THE TRENCH

ELEVATION

BOTTOM OF TRENCH

NOTE:

USE RESTRAINED JOINT PIPE FROM TOE
OF SLOPE TO TOP OF SLOPE AND RESTRAINED
FITTINGS AT TOP AND BOTTOM.
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DITCH CHECK FOR SLOPES
GREATER THAN 3.5:1 DETAIL
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