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PIPE INSTALLED BY DEVELOPER—/(|
PRIOR TO CONNECTION

NOTE:

BOTTOM OF EXCAVATION TO
BE 12" BELOW BOTTOM OF PIPE
AND REASONABLY LEVEL

NOTES:

1. TAP CONNECTIONS TO AC (TRANSITE PIPE) 4" AND
LARGER REQUIRE AN EXCAVATION 5 FT.

(MAIN SIZE IS VARIABLE).

2. ALL EXCAVATIONS SHALL COMPLY WITH ALL FEDERAL,
STATE, AND LOCAL REGULATIONS FOR PROTECTION

OF WORKERS.

3. IF PIPE BELL IS EXPOSED IN TAP HOLE OR OTHER
OBSTACLES ENCOUNTERED, CONTACT LOCAL WATER
COMPANY DISTRICT PERSONNEL FOR FIELD REVIEW

BEFORE COMPLETING EXCAVATION.

4. TAP HOLE SHOULD BE FREE OF WATER AND MUD
TO ALLOW SAFE HANDLING OF HEAVY SLEEVES AND

TAPPING MACHINE.

5. BLOCKING BEHIND TAP TO BE PER REQUIREMENTS

ON DWG. NO. 0201-0601-SD6.

Z

>x——PAT TAP VALVE AND VALVE BOX

FINAL CLOSURE BY DEVELOPER
DISTANCE VARIABLE 6’ MIN. TO 10’ MAX.
(PIPE FURNISHED BY DEVELOPER/CONTRACTOR

M.J. SOLID SLEEVE FURNISHED
AND INSTALLED BY DEVELOPER/CONTRACTOR
(WHEN REQUIRED)

RO \//\\/KW\//\\/K

EXCAVATION BY
DEVELOPER/CONTRACTOR

IN WIDTH.

REVISIONS

MISSOURI AMERICéN/”jNATER STANDARD

PATENT TAP EXCAVATION
REQUIREMENTS DETAIL

MISSOURI AMERICAN WATER
ST. LOUIS, MO. 63141
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