SECTION 02540

EROSION AND SEDIMENTATION CONTROL

PART 1: GENERAL

1.01 SCOPE OF WORK

Work to be performed under this Specification Section refers to temporary and
permanent vegetation covers, mulching, and baling at the construction site and all areas
disturbed during construction, including borrow areas. In addition to the requirements of
these Specifications, comply with all local Conservation District laws, rules and
regulations and all other Federal, State, County and local requirements for erosion and
sedimentation control.

1.02 STANDARDS

Comply with the highest erosion and sedimentation control standards, whether
Conservation District, Federal, State or local. If in doubt as to the applicable standard,
notify the Engineer and comply with the Engineer’s directions concerning the prevailing
jurisdiction.

PART 2: PRODUCTS

2.01 MATERIALS - GENERAL

All materials such as seeds, mulch, silt fencing and bales shall conform to the
Specifications of the local Conservation District and all other applicable Federal, State,
County and local requirements.

PART 3: EXECUTION

3.01 GENERAL

A. Submit plan to comply with local regulators and Engineer for approval using
established best practices. Construct silt fences, diversion ditches with catch
basins and drains as shown on the Plans prior to any other construction
activity.

B. Drain the settled water from the catch basins to the natural local drains.
Clean the catch basins regularly. After final grading, seed and mulch the
area per Specification Sections 1.02 and 2.01.

C. Permanent vegetation cover, mulching, and baling shall be in accordance

with the Conservation District specifications and all other applicable Federal,
State and local requirements.
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